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CRN 123 – 60m 
    
  

 
 

 
 SHIPYARD CRN S.p.A. 

MODEL CRN 60 m 
YARD ID NUMBER CRN 123 
MATERIAL:  HULL / SUPERSTRUCTURE Steel / Aluminium 
TYPE  Displacement hull – bulbous bow  
L.O.A. 60.00 m /  197 ft 
L.B.P. 52.70 m /  173 ft 
MOULDED BEAM 11.20 m /  36 ft 8 in 
DEPTH  to Main Deck   6.00 m /  19 ft 8 in 
DRAFT   at full load    3.20 m /  10 ft 6 in 
DRAFT  at full load under propeller  (or skeg)    3.50 m /  11 ft 6 in  
FULL LOAD DISPLACEMENT 950 t /  2’095’100 lb 
DEADWEIGHT  150 t /     330’690 lb 
GUEST (CABIN) N° 18 persons (1 owner’s suite + 8 guest cabins) 

N° 12 persons for charter (6 cabins) 
CREW (CABIN) N° 38 persons (n. 15 cabins) 
FUEL TANK 120’000 lt /  31’700 US gals 
WATER TANK   30’000 lt /   7’925 US gals 
FRESH WATER PRODUCTION  2x16’000 lt/day   (4’226 US gals/day)  
MAIN ENGINE 2 x CATERPILLAR 3516B–Chd 2000 kW@1600rpm 
MAIN GENERATORS 2 x CATERPILLAR C18 275 kW 380V 50Hz 

1 x CATERPILLAR C9 175 kW 380V 50Hz 
EMERGENCY GENERATOR 1 x CATERPILLAR C4.4 80 kW 380V 50Hz 
MAX SPEED (half load) 17.0 knots 
CRUISING SPEED ( @ 85%MCR) 16.0 knots 
RANGE @ 12 kts 4000 nm 
MAX NOISE @ CRUISING SPEED IN SALOONS 60 dB(A) 
MAX NOISE @ CRUISING SPEED IN ROOMS 55 dB(A) 
HELICOPTER PLATFORM NOT SUITABLE 
NAVAL ARCHITECTURE CRN ENGINEERING 
EXTERIOR DESIGN ZUCCON INTERNATIONAL 
INTERIOR DESIGN J. L. MAINGUY 
CLASSIFICATION  LR   100–A1 – SSC – “ Y “, MONO,G6,  LMC 

 MCA compliance 


